INSTALLER:
Leave this manual with the appliance.

CONSUMER:
Retain this manual for future reference.

EXTERIOR DECORATIVE FRONT
DFED489SS
USED WITH DVLL48SP MODELS

WARNING
HOT GLASS WILL CAUSE BURNS.
DO NOT TOUCH GLASS UNTIL COOLED.
NEVER ALLOW CHILDREN TO TOUCH GLASS.
CARTON CONTENTS

CARTON ASSEMBLY CONTENTS

Items not shown to scale.

<table>
<thead>
<tr>
<th>Index No.</th>
<th>Description</th>
<th>Quantity Supplied</th>
<th>Replacement Part Numbers</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Face Assembly</td>
<td>1</td>
<td>38330</td>
</tr>
<tr>
<td>2</td>
<td>Inner Frame Assembly</td>
<td>1</td>
<td>38332</td>
</tr>
<tr>
<td>3</td>
<td>Glass Support Rail</td>
<td>2</td>
<td>38344</td>
</tr>
<tr>
<td>4</td>
<td>Glass, Tempered 14.5&quot; x 49&quot;</td>
<td>1</td>
<td>R12385</td>
</tr>
<tr>
<td>5</td>
<td>Outer Frame Assembly</td>
<td>1</td>
<td>38331</td>
</tr>
<tr>
<td>6</td>
<td>Screen Assembly</td>
<td>1</td>
<td>38333</td>
</tr>
</tbody>
</table>

For hardware pack contents, see page 3.
HARDWARE PACK CONTENTS

#10 X ½” HEXHEADSCREW

#10 X 1” HEXHEADSCREW

Items not shown to scale.

<table>
<thead>
<tr>
<th>Description</th>
<th>Quantity Supplied</th>
</tr>
</thead>
<tbody>
<tr>
<td>10 X 1/2 Phillips Hex Head Screw</td>
<td>22</td>
</tr>
<tr>
<td>10 X 1 Phillips Hex Head Screw</td>
<td>4</td>
</tr>
<tr>
<td>Nailing Flange</td>
<td>4</td>
</tr>
</tbody>
</table>
INTRODUCTION

Consult your local Building Department regarding regulations, codes or ordinances which apply to the installation of an unvented fireplace with exterior decorative front.

The installation must conform with local codes or, in the absence of local codes, with the National Fuel Gas Code, ANSI Z223.1.* NFPA 54.

*Available from the American National Standards Institute, Inc. 1430 Broadway, New York, N.Y. 10018.

INSTRUCTIONS TO INSTALLER

1. You must read and understand the framing section of the fireplace installation instructions before proceeding with the installation of this decorative front.
2. Leave instruction manual with owner after installation.
3. Have owner register online or fill out and mail Product Registration Card supplied with unvented fireplace.
4. This decorative front is for installation on an exterior wall only.
5. This decorative front must be installed on to the fireplace prior to placing the fireplace into the wall.

OPTIONAL ADDITION OF R-13 INSULATION (NOT INCLUDED).

NOTICE: Insulation is not required, but can be added if desired.

1. Remove the decorative front from its packaging and place exterior face down on scratch-free surface to protect the stainless steel.
2. Cut strips of R-13 insulation to the dimensions shown below.
3. Remove combustible insulation backing if necessary.
4. Insert insulation strips into the voids in the Outer Face. Use spray adhesive to hold in place prior to installing the kit to the unit.
**FIREPLACE ORIENTATION**

**NOTICE:** The exterior decorative front must be attached to the back of the fireplace. Make sure you understand which side of the fireplace is the back before installing the decorative front.
1. Remove screen assembly from the rear of the fireplace. (See the service section of the fireplace installation instructions).
2. Set the fireplace up off the floor such that you have access to the rear edge of the bottom surface.
3. Slide the decorative front over the rear of the fireplace and attach with fourteen #8 x 1/2" screws. See Figures 1 and 2.

4. Figure 3 shows the exterior decorative front installed.
5. Orient the framing brackets as shown and install onto the fireplace using eight #8 x 1/2" screws. See Figure 4.

**NOTICE:** If the fireplace is to be set into the structural framing from the interior side of the wall, do not bend the framing brackets until after the fireplace is in its final position.
This page left intentionally blank.
If you have a general question about our products, please e-mail us at info@empirecomfort.com. If you have a service or repair question, please contact your dealer.